
Embabus
Depósito de líquidos para contenedores 

Liquid container constructed for containers



Designed for transportation of liquids 
in containers. 
Oils | Juices | Water | Wine | Detergents 
| Additives | Emulsions | Lubricants | 
Inks | | Concentrated | Pharmaceuticals 
| etc ... 
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Liquid container constructed for containers

Diseñado para transportar líquidos 
en contenedores. 
Aceites | Zumos | Agua | Vino | 
Detergentes | Aditivos | Emulsiones | 
Lubricantes | Tintas | Concentrados | 
Farmacéuticos | etc … 

No requiere bulkheads.
Bulkheads not require.
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CHARACTERISTICS: 
- The first and only flexitank that does not require bulkheads 
or special fitting requirements. 
- No need for wood, steel, polystyrene or other plastics used. 
- Assembled in 2 minutes. 
-  Sizes from 16000 to 24000 liters. 

TECHNICAL INFORMATION: 
Volume: 16,000 to 24000 litres 
Dimensions: 2900 x 6400 mm. 
Valve: PP 2" or 3" 

CARACTERÍSTICAS: 
- No necesita requerimientos especiales para su aplicación ni ejerce presión en los laterales de los contenedores. 
- No necesita madera, acero, poliestireno u otro plástico utilizado para los mismos. 
- Puede ser montado por una sola persona en tan solo 2 minutos. 
- Disponible en varios tamaños desde 16000 hasta 24000 litros. 

INFORMACIÓN TÉCNICA:  
Volumen: De 16,000 a 24000 litros 
Dimensiones: 2900 x 6400 mm. 
Válvul : PP 2" o 3" UM 

No requiere bulkheads.
Bulkheads not require.
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CARPINTERÍA RIQUELME 
C/ Manzano, 11 / Pol. Ind. El Tapiado 30500 Molina de Segura (Murcia) 

Teléfono: 968 646 081  |  Móvil: 619 038 658

visite: www.carpinteriariquelme.com


